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Safety Precautions

For U.S.A.

Warning:

This equipment generates and uses radio frequency energy and
RISK OF ELECTRIC SHOCK notinstalled and used properly, l.e., in strict accordance with theg
DONOT OPEN instruction manual, may cause harmful interference to radio
communications. It has been tested and found to comply with ti
limits for a Class A computing device pursuant to Subpart J of P|

TO REDUGE THE RISK OF ELECTRIC SHOCK, DO NO 15 of FCC Rules, which are designed to provide reasonable
REMOVE COVER (OR BACK). NO USER SERVICEABLE| protection against such interference when operated in a comme
PARTS INSIDE. environment.

REFER SERVICING TO QUALIFIED SERVICE PERSONNEL.

CAUTION:

For Canada
The Iightn_in_g flash with arrov_vhead Warning:
symbol, within an equilateral triangle,
is intended to alert the user to the This digital apparatus does not exceed the Class A limits for radj
presence of uninsulated “dangerou noise emissions from digital apparatus set out in the Radio
voltage” within the product’s Interference Regulations of the Canadian Department of
enclosure that may be of sufficien Communications.
magnitude to constitute a risk of
electric shock to persons.
The exclamation point within an
equilateral triangle is intended to aler WARNING:
the user to ”(‘je presence of importar TO PREVENT FIRE OR SHOCK HAZARD, DO NOT EXPOSE
operating and maintenance (servicing THIS APPLIANCE TO RAIN OR MOISTURE.

instructions in the literature
accompanying the appliance.

Product Precautions

Handle the camera with care. Do not abuse the camera. Avoid striking or shaking it. Improper handling
or storage could damage the camera.
Do not pull or damage the camera cable.
During camera use, do not wrap he unit in any material. This will cause the internal temperature of the
unit to increase.
Do not expose the camera to moisture, or do not try to operate it in wet areas.
Do not operate the camera beyond its temperature, humidity and power source ratings.
While the camera is not being used, keep the lens or lens cap on the camera to prevent dust or
contamination from getting in the CCD or filter area and scratching or damaging this area.
Do not keep the camera under the following conditions:

1 In wet, moist, and high humidity areas

9 Under hot direct sunlight

1 In high temperature areas

1 Near an object that releases a strong magnetic or electric field

9 Areas with strong vibrations
Use a soft cloth to clean the camera. Use pressured air spray to clean the surface of the glass. DO not
scratch the surface of the glass.



Copyright& Disclaimer

Sensor Technologies America, Inc. (DBA Sentech America) believes the contents and specifications of its website, catalog,
documentation and ads are correct; however, Sentech America provides no representation or warranty regarding suchanformation
products(s) contained therein. It is requested that Sentech America be given appropriate acknowledgement in any s@adequent us
such work by a third party.

While every effort has been made to ensure that t hecodeett ai l
and upto-date, Sentech America assumes no liability, legal or otherwise for any erlists@s, specifications, part numbers,

process, software or model applications. Sentech America reserves the right to change specifications, product desadiptions, p
quality, pricing and application at any time without prior written or oral noticg. garty using such information assumes all risk for
any and all damaged caused to themselves, a third party and/or property by virtue of incorrect information and/ottliasere of
products. By installing and/or using a Sentech America software devetdihor other similar product and/or information obtained

from Sentech Americaébés website, catalog, documentatiione or
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Important Notes:

1. This document details installation instructions for i amltall]
Windows Vista Operating Systems. Screen shots and instructed procedures in this document are from Windows
Vista.

2. For high resolution models of the Sentech USB cameras, select appropriate high resolution lenses otherwise the
picture quality may not be optimized.

3. The camera may or may not work at optimum levels if it is connected to a USB hub. It is recommended to connect the
camera directly to a USB 2.0 connector in the computer.

I. Installation Process

A. Installing the Product
1. System Requirements

1  Windows XP SP2 (32bit), or Windows Vista (32bit).
f USB 2.0 Connection on PC

2. Install the Sentech Video Capture Software

a. Insert the Sentech Video Capture Software disk into the CD-ROM drive. The following AutoPlay window should appear:

DVD RW Drive (E) Sep 19 2008
I

[] Always do this for software and games:

Install or run pregram

==} Run msiarun.exe
(LT Publisher not specified

General options

Open folder to view files
l b using Windows Explorer

Set AutoPlay defaults in Control Panel

Figure 1: AutoPlay window

b. Click fRun msiarun.exeoto initiate the installation process.
c.When the following Setup Wizard window opens., <click the 0

5 e i o =
wWelcome to the Sentech Video Capture Setup
Wizard

The installer will guide vou through the steps required to install S entech Video Capture on your
computer.

SWARNIMG: This computer program is protected by copyright law and interational treaties.
Unauthorized duplication or distribution of this program, or any portion of it, may result in severe civil
or criminal penalties, and will be prosecuted to the maximum extent possible under the law.

Cancel < Back | T Newt > I

Figure 2: Setup Wizard Welcome Screen
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d.After reading over the |icense agreement, select #Al Agree

s e R =

License Agreement

Please take a mament to read the license agreement now. If pou sccept the terms belaw, click "
Agree", then "Next". Othewise click "Cancel”

»

[Attention:

USE OF THE SOFTWARE IS SUBJECT TO THE SENSOR TECHNOLOGIES CO.,
LTD. (SENTECH) SOFWARE LICENSE TERMS SET FORTH HEREIN. USING
THE SOFTWARE INDICATES YOUR ACCEPTANCE OF THESE LICENSE
TERMS. IF YOU DO NOT ACCEPT THESE LICENSE TERMS, YOU MUST
RETURN THE SOFTWARE FOR A FULL REFUND. [F THE SOFTWARE IS
SUPPLIED WITH ANOTHER PRODUCT YOU MAY RETURN THE ENTIRE
[UNUSED PRODUCT FOR A FULL REFUND.

| Do Mot Agree @ | Agree

Cancel | < Back | Next > I

Figure 3: License Agreement Screen

e. In the Select Installation Folder windowcl i ck t BeofiBubwon to select a | o$eledti on t
who will access the software; i Ever yoneo orhemJuwdti crke@i.Next o to proceed to

Bseneovie v IR =

Select Installation Folder

The installer will install Sentech Yideo Capture to the following folder.

To install in this folder, click "Mext". To install to a different folder, enter it below or click "Browse'.

Folder:

C:Program Files\Sentech\S entech Video Capture’, Browse, I
LDisk Cost... |

Install Sentech Video Capture for yourself, or for anyone who uses this computer:

& Everyone
© Just me

Cancel | < Back | Next >

Figure 4: Installation Selection Folder Window

f.Cl i c k fipkbeerd t@thetnext step.

== 1
Sentech Video Capture =

Confirm Installation

The installer is ready to install Sentech Video Capture on your computer.

Click "Hext" to start the irstallation.

Cancel | < Back. |

Figure 5: Installation Confirmation window
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g. Click

h.When
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B. Activating Your Software License

1 When the application is first launched, you are presented with a dialog informing you that you are running a trial version of
the software. By default, you are given a 30 day free trial. If you have purchased this software, you must activate your
license. Failing to activate your license during the 30 day trial period will render the software useless.

1 There are two ways to activate your license. If you are connected to the Internet, you can choose to activate you license
online. If you do not have an internet connection, you can activate you software by phone.

Note: Please have your product Serial Number ready.

Sentech Video Capture

this application to continue working.

Click 'Exit’ button to close the application.

[ Activate online 1 [ Activate by phone

Sorry. The trial period has expired. You need to purchase and activate

Please click ‘Activate' button if you purchased the application.

Run Trial

Figure 7: Trial Period Expiration window

1.0Online Activation

a. To perform online activation, press the Activate button.

-
Activation Dialog

[

° Sentech Video Capture

SIAHMAPHLISEIKGE™Y

from unauthorized reactivation.

Password:

Confirm Password:

Please follow these 2 easy steps to activate your application.

1. Please enter serial number you have received with your order.

2. Please enter and confirm the password that will be usedto
reactivate your copy. This password will protect your account

[ Activate Application ][ Cancel ]

Figure 8: Online Activation window

b. Enter your product serial number in the Activation input box as prompted.

c. For your protection, you can enter a password to protect you account from unauthorized users attempting to utilize
you serial number. If you choose to enter a password, please make sure to record it and keep it in a safe place.
You will need to use this password each time you register additional licensed copies of this software.

d. When you have completed the requested information, press the Activate Application button.

Software Manual
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2. Phone Activation
a. To perform phone activation, press the Activate by phone button. The Phone Activation Dialog will appear.

b. Place a phone call to Sensor Technologies America (877) 736-8324 to request license activation.

Phone Activation Dialog @

1) Sentech Video Capture

Please provide to administrator following information to activate your application:
1. Serial number
2. Password
3. PIN code

PINCode  ECEE 33c8 3848 CEEG 3638

Activation Code

[ Activate ] [ Cancel

Figure 9: Phone Activation window

c. Provide the customer service representative with your product serial number, and the PIN code displayed on your
version of the application. Once this information has been validated, the customer service representative will
provide you with an Activation Code. Enter the activation code as provided and click the activation button.

3. Completing Activation

a. If successful, the application will present you with a dialog box notifying you the license activation was successful.
You are now ready to use your software.

_— e (S5

Figure 10: Completed Activation window
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C. Foot Pedal Installation (Optional)
Sentech Video Capture software allows the user to configure the operation for a single function or a dual function foot switch.
Sentech sells software packages that include foot pedal software. This interfaces with the PC via an available USB port. A foot
pedal is a simple hardware device that allows the user to command the software by pressing the foot pedal buttons.
To install the included foot pedal, plug in the USB connector portion of the foot pedal to an available USB port. After that the
dialog bubble will appear indicating the foot pedal driver installation. In most cases the foot pedal will be operational and ready
to use. However, in some cases (Windows XP), you may need to direct or browse for the proper driver. This is dependent on
which Windows operating system the user is using.
If Windows XP operating system is being used, the driver can be found in the following location:

C:\Program Files\Sentech\Sentech Video Capture\Driver

Select the Driver folder. The name of the USB driver for the foot pedal is USBIODS.sys. Observe the image below.

After directing the software to the driver properly, the foot pedal will be ready to use.
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