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Quick Start Reference Guide 

Installation of Software 
1. Uninstall any previous version of StCamSWare software before installing the latest version and DO NOT connect 

the camera until instructed to do so. 
2. Install the StCamSWare (ver.0.0.8) CD in the CD-ROM and click ñsetup.exeò to begin the installation process. 
3. In the Choose Setup Language window select the desired setup language, then click ñOKò. 
4. Next the Welcome InstallShield Wizard screen will appear, click the ñNextò button to continue. 
5. In the License Agreement window select ñI accept the terms of the license agreementò then click ñNextò if you 

agree with the terms of the Agreement. 
6. Next, the Setup Type window will appear, select the ñCompleteò setup type then click ñNextò 
7. In the Choose Destination Location window click ñNextò. 
8. The Ready to Install the Program will appear, click ñInstallò 
9. In the Windows Logo Testing screen, click ñContinue Anywayò 
10. Finally the InstallShield Wizard Complete window will appear, click the ñFinishò button. 
11. Make sure to continue with the Installation of USB Driver Instructions. 

 
Installation of USB Driver 

1. Connect the camera to the PC via USB2.0 cable. 
2. The Welcome to the Found New Hardware Wizard window will appear. Select ñInstall the software automatically 
(Recommended)ò then click ñNextò. 

3. Hardware Installation Windows Logo Testing Warning, click ñContinue Anywayò 
4. Completing the Found New Hardware Wizard, click ñFinishò button. 
5. If the camera will be connected to more than one USB connector on the same computer, repeat this ñInstallation 
of USB Driverò process with the camera connected to each of the USB ports intended to be used.  This ñmapsò 
the port, enabling it to drive the camera with the software. 
 

Starting the Camera 
1. Make certain that the software driver is correctly installed and the USB camera is connected to the USB2.0 port 

before continuing forward with the instructions. 
2. Click the shortcut icon of StCamSWare software to start the program. If the software does not start immediately 

please wait a few moments until the system recognizes the camera. 
3. When the software is recognized the live image will appear :  

 
 

 

 

This concludes the Quick Start portion of the instruction manual. Please proceed forward with the manual for a more 

detailed version of these instructions and additional operating instructions for the Sentech USB camera.

Figure 1: Live Image 
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Important Notes:  
1. This document details installation instructions for installing Sentechôs StCamSWare software for Windows XP. 

Screen shots and instructed procedures in this document are from Windows XP and may vary slightly in Windows 
2000 and Windows Vista. 

2. For high resolution models of the Sentech USB cameras, select appropriate high resolution lenses otherwise picture 
quality may not be optimized. 

3. Camera may not work or may not work at optimum levels, if it is connected to a USB hub. It is recommended to 
connect the camera directly to a USB 2.0 connector in the computer. 

4. Uninstall any other USB camera drivers, before loading this software. 
5. If the computer has multiple USB ports and the camera will be used on different USB ports at different times, then 

each of the various ports which will be used must be ñmappedò before the camera can be used on a given port. 
 

I. Installation Process 
 

A. Installing the Product 
 

1. System Requirements 

 

¶ Windows 2000 SP4, Windows SP SP2 (32bit), or Windows Vista (32bit). 

¶ USB 2.0 Connection on PC 
 
2. Prepare to Install the StCamSWare 

 
Please uninstall previous versions of StCamSWare before installing the latest version. Disconnect the camera from the  
PC while installing the StCamSWare software. (Refer to Page 8 to uninstall previous versions.) 

 
3. Install StCamSWare Software 

 
 a. Insert the StCamSWare (ver.0.0.8) disk into the CD-ROM drive. 
 b. Click ñsetupò of StCamSWare software to start installation process.  
 
 

 
 
 
 
 

c. Then select a language choice under the ñChoose Setup Languageò drop bar and click the ñOKò button. 
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Figure 3: Choose Setup Language 

Figure 2: Setup.exe 
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d. Click the ñNextò button to continue. 

 

 
 
 
 
 
 
 

e. After reading over the license agreement, select ñI accept the terms of the license agreementò. 
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Figure 4: Installation Welcome Screen 

Figure 5: License Agreement 
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f. Select the setup type then click the ñNextò button. 

 

¶ The ñCompleteò selection installs the StCamSWare software. This includes the DirectShow driver and Twain driver 
interface. If you choose ñCompleteò continue with ñstep gò, then skip to ñstep iò on Page 4. 

 

¶ The ñCustomò selection allows the user the option to select the installation folder and choose the camera features 
to be installed. If you choose ñCustomò continue by following ñstep gò. 
 
 

 
 
 
 
 

  
g. Choose a folder to install the StCamSWare software then click the ñNextò button. It is recommended to use the  

default folder. Otherwise, click the ñBrowseò button to select a different installation folder. 
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Figure 6: Setup Type 

Figure 7: Destination Location 




